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 Software Description

Liveipc is an iphone APP for viewing video of our Z Series IP cameras.
Note:  Suggested mobile phone system: IOS 5.0 or above.

 APP Download and Installation
Note: Make sure your mobile phone is connected to the internet when using the mobile application.

Step1: The way for obtaining mobile phone application.

Search and download LiveIPC application from App store and install it for IOS user.

Step2: Register account and bind the camera

Operate as the following pictures, Register ->>Scan QR-code ->>Fill Username and password etc
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Note:

All above blank must to be filled correctly, it don’t work if you have not register it.

The QR-Code is under camera base cover, example of 
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 View Video
Login account,select the camera needed to view,and then click[image: image5.png]


 button to view video.
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Note:

It will pop up a decrypt key dialog if you set encryption password, then you need to enter a password to view the video.
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 Resolution setting button, click a icon the camera displays video as corresponding resolution .
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 Device list button, click it to list the added camera.
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 Snapshot button
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 Recording button, support 5 minutes recording manually.
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 Talk/sound monitoring button
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 Set/Call PTZ preset location button, supports for 4 preset locations (Only PTZ camera supports the function),.
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 Inquired the SD card recording file button, can inquire motion detection recording file and I/O external alarm recording file.
    Play back the recording file as Select date file folder ->>Select recording file ->>Click[image: image16.png]


 button, it occurs[image: image17.png]


on the current image and shows the camera is playing video.                         [image: image18.jpg]HY2003328
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Alarm push setting
Operate as Select the camera need to launch alarm push ->>Click[image: image21.png]


button ->>Access to alarm push setting ->>Enable alarm and receive alarm notification, the mobile phone will receive the following information when the camera is triggered alarm.
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Note: The larger value, the more sensitivity.
LAN setting
Note：Please ensure that your mobile phone and camera are in the same LAN network while you set WIFI on phone.

Open the “LiveIPC” application at mobile phone, select [image: image25.png]gy



 button in the lower right corner to set up as below.
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5.1. WiFi setting

Operate as Select a camera needed to set WiFi ->> Select WiFi setting ->>Select WiFi SSID

->>Enter WiFi password, the selected WiFi SSID will display as [image: image29.png]= TP-LINK_90B254v



 when set up successfully.
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5.1. Video setting
The video setting is set for video security, need to enter a password when you view video.

Operation steps as Select the camera wanted to encrypt ->>Enter username and password ->>Enable video encryption ->>Set up decrypt key, also you can enable “Reverse” to perform image flip and mirror (when the camera was installed on the ceiling）
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